AERIAL VIEW OF PROJECT SITE SITE ADDRESS REVISIONS
PLANNING
218-222 LORTON AVENUE, BURLINGAME, CA 1/6/26
ARCHITECTURAL:
AO  COVER SHEET
A1 EXISTING SITE PLAN W/ ACCESSIBLE PATH OF TRAVEL ‘RU-QLRT mL D.ﬂﬂ
A2  EXISTING FIRST FLOOR PLAN w/ DEMOLITION PLAN ARCHITECT
A3  PROPOSED FLOOR PLAN
1936 LOS ALTOS DRIVE
A4  TRAVEL DISTANCE/EXIT PLAN SAN MATEO, CA 94402
A5  EXISTING AND PROPOSED FRONT ELEVATIONS T:650.577.8477
A6  EXISTING REAR ELEVATION F:650.577.8313
robert@medanarch.com
A7 PROPOSED RENDERING wwwlmedanarch.com
A8  MATERIAL AND FINISHES
A9  PROPOSED LIGHTING PLAN
A10  EXISTING FLOOR AREA CALCULATIONS
A11  NEW FLOOR AREA CALCULATIONS
BMP  CONSTRUCTION BEST MANAGEMENT PRACTICES
ROBERT
MEDAN
),/_/7:44:
C-23520
6-30-27
RENEWAL
I
= =
>
ABBREVIATIONS CURRENT APPLICABLE CODES PROJECT SUMMARY VICINITY MAP Ll < 2‘,
> %
# POUND OR NUMBER ILO IN LIEU OF 2022 CALIFORNIA RESIDENTIAL CODE . T o ’ @) Lul
& AND INSUL INSULATED OR INSULATION 2022 CALIFORNIA BUILDING CODE OWNERS: ROBERT AND DONALD McPHEE oy g etgane A SIE) & %, o £ =
AT INT INTERIOR " Washington Paik o %,
- ACOUSTIC CEILING TILE 0 LOW 2022 CALIFORNIA MECHANICAL CODE SCOPE OF WORK: . COMBINE 2 EXISTING STOREFRONT INTO A SINGLE ESTABLISHMENT. , = 7 A AN % A o g
AD AREA DRAIN MAX MAXIMUM 2022 CALIFORNIA PLUMBING CODE 2. PROVIDE A NEW ENTRANCE FROM LORTON AVENUE TO CONNECT TO THE EXISTING S\ S “, » — — >
AFF ABOVE FINISHED FLOOR MO MASONRY OPENING 2022 CALIFORNIA FIRE CODE WAREHOUSE LOCATED IN THE REAR AT 215 HATCH LANE. @,‘e“‘ ,_;& " % *@&" o =
ALUM ALUMINUM MECH MECHANICAL 2022 CALIFORNIA ELECTRIC CODE 3. REMODEL THE FACADE WITH NEW STOREFRONT ENTRIES AND CLADDING i §=- t‘a;,,w% Sg:l.!.[ntg:::; o T §* (g EI
BYND BEYOND MEMBR MEMBRANE 2022 CALIFORNIA ENERGY CODE 4. PROVIDE NEW COMPLIANT RESTROOMS. < & T % S o |— C}l S
BOT BOTTOM MIN MINIMUM 2022 CALIFORNIA GREEN BUILDING STANDARDS i ) Z X
CIP CAST IN PLACE MRGWB MOISTURE-RESISTANT > SN § - PROJECT SITE p %%,1, < —
o CONTROL JOINT GYPSUM WALL BOARD : C-3 g & iroman @ A & % (qV|
CLG CEILING MTL METAL f\OPN,L"‘.G- oot JoS o e o A GO 5, u, Z
CLR CLEAR NIC NOT IN CONTRACT - _ ] : X N A % Ll
cMU CONCRETE MASONRY UNIT NO NUMBER (E) OCCUPANCY: B/ St 3= " h N e O -
coL COLUMN NOM NOMINAL TYPE OF CONSTRUCTION FOR: V-A P N & of Buingame P
CONC CONCRETE 0.C. ON CENTER FIRE SPRINKLER: YE 4 s3000 0t ore \ Bliam ¢
S S Terra Outdoor Living ﬂ \ = SC*L"":* ’GMC \“v
CONT CONTINUOUS OH OPPOSITE HAND NUMBER OF STORIES: ONE ! [ Tere Outdoor p gy e %
' Chase Bank & Ma 1
CPT CARPET 0z OUNCE | 00005 N p & Y % &
CT CERAMIC TILE PCC PRE-CAST CONCRETE SITE AREA: ) . _ = E::t?gfm?_’:::o & | & %‘3 %690 @ | Putnam Toyota
DBL DOUBLE PLUMB PLUMBING N\ s L PN % & % T
DEMO DEMOLISH OR DEMOLITION PLYD PLYWOOD (E) FLOOR AREA: & % & by Bitnarm Kia ©
DIA DIAMETER PT PRESSURE TREATED BUILDING DEPARTMENT NOTES UNIT 218: 390.12 SF &4 s @ 4% RO oty nat e ""%‘b B9
DIM DIMENSION PNT PAINT OR PAINTED UNIT 220: 1315.80 SF b N o % > )
DN DOWN PVC POLYVINYL CHLORIDE 1. ANY WORK IN THE CITY RIGHT-OF WAY, SUCH AS PLACEMENT OF DEBRIS BIN IN STREET, CONSTRUCTION PARKING, NIT 299 M R 4 rodinronsaion O o
DR DOOR RBR RUBBER WORK IN SIDEWALK AREA, PUBLIC EASEMENTS, AND UTILITY EASEMENTS, IS REQUIRED TO OBTAIN AN ENCROACHMENT U : Safewsy @ % b, %,
DS DOWN SPOUT RCP REFLECTED CEILING PLAN PERMIT PRIOR TO STARTING WORK. PORTA POTTY'S ARE NOT ALLOWED TO BE PLACED IN THE CITY RIGHT-OF-WAY. FIRST FLOOR: 1,104.31 SF i o \ 1 %,
DWG DRAWING RD ROOF DRAIN WORK WITHOUT THE BENEFIT OF AN ENCROACHMENT PERMIT WILL BE DOUBLE THE PERMIT FEE. SECOND FLOOR: 529.44 SF %, D) b, y <
EA EACH REQD REQUIRED 2. CONSTRUCTION HOURS IN THE CITY PUBLIC RIGHT-OF-WAY ARE LIMITED TO WEEKDAYS AND NON-CITY HOLIDAYS STORAGE WAREHOUSE: 2,749.79 SF $ % Senaschool Ve
EL ELEVATION RM ROOM BETWEEN 8:00 a.m. AND 5:00 p.m. FOR ALL ACTIVITIES (INCLUDING HAULING).
ELEC ELECTRICAL SIM SIMILAR 3. REPLACE DAMAGED AND DISPLACED CURB, GUTTER AND/OR SIDEWALK FRONTING SITE. TOTAL 1ST FLOOR AREA =5,560.02 SF
ELEV ELEVATOR OR ELEVATION SPEC SPECIFIED OR SPECIFICATION 4. ALL WATER LINES CONNECTIONS TO CITY WATER MAINS FOR SERVICES OR FIRE LINE PROTECTION ARE TO BE TOTAL 2ND FLOOR AREA = 529.44 SF
EM ELECTRIC METER SPK SPRINKLER OR SPEAKER INSTALLED PER CITY STANDARD PROCEDURES AND MATERIAL SPECIFICATIONS. CONTACT THE CITY WATER (E) TOTAL FLOOR AREA = 6,089.46 SF
EQ EQUAL SSTL STAINLESS STEEL DEPARTMENT FOR CONNECTION FEES. IF REQUIRED, ALL FIRE SERVICES AND SERVICES 2" AND OVER WILL BE
EXIST EXISTING STC SOUND TRANSMISSION COEFFICIENT INSTALLED BY BUILDER. ALL UNDERGROUND FIRE SERVICE CONNECTIONS SHALL BE SUBMITTED AS SEPARATE (N) FLOOR AREA:
EXPJT EXPANSION JOINT STL STEEL UNDERGROUND FIRE SERVICE PERMIT FOR REVIEW AND APPROVAL. UNIT 218: 0.00 SF
EXT EXTERIOR STRUCT  STRUCTURE OR STRUCTURAL 5. SEWER BACKWATER PROTECTION CERTIFICATION IS REQUIRED FOR THE INSTALLATION OF ANY NEW SEWER FIXTURE UNIT 220. 1779.98 SF
D FLOOR DRAIN OR 78G TONGUE AND GROOVE PER ORDINANCE No. 1710. THE SEWER BACKWATER PROTECTION CERTIFICATE IS REQUIRED PRIOR TO THE ISSUANCE UNIT 222 119,
FIRE DEPARTMENT TELE TELEPHONE OF BUILDING PERMIT. : .
FEC FIRE EXTINGUISHER CABINET TLT TOILET FIRST FLOOR: 1,223-% gE
FIXT FIXTURE TO TOP OF SECOND FLOOR: .
FLR FLOOR TOC TOP OF CONCRETE STORAGE WAREHOUSE: 3,097.55 SF
FM FILLED METAL TOS TOP OF STEEL
i i s T O S pENSER FIRE DEPARTMENT NOTES (N) TOTAL 1ST FLOOR AREA - 5,954.80 SF DEFERRED SUBMITTAL
E) TOTAL 2ND FLOOR AREA = 529.44 SF
ET\D Z%T;EAT'ON wp ;E(;Eg :LO NEIDATA 1. THE BUILDING SHALL BE EQUIPPED WITH AN APPROVED NFPA 13 SPRINKLER SYSTEM. SPRINKLER DRAWINGS SHALL BE gN; TOTAL ELOOR AREA _ 548424 SF FIRE SPRINKLER SYSTEM TO BE A DEFERRED SUBMITTAL
ALY GALVANIZED UNO UNLESS NOTED OTHERWISE SUBMITTED AND APPROVED BY CENTRAL COUNTY FIRE DEPARTMENT PRIOR TO INSTALLATION. e oATE
CWB GYPSUM WALL BOARD UsS UNDERSIDE 2. THE FIRE SPRINKLER SYSTEM SHALL BE ELECTRONICALLY MONITORED BY AN APPROVED CENTRAL RECEIVING STATION. NOV. 19, 2025
He HOLLOW CORE VIF VERIFY IN FIELD 3. THE APPLICANT SHALL ENSURE PROPER DRAINAGE IN ACCORDANCE WITH THE CITY OF BURLINGAME ENGINEERING E s NOTED
M HOLLOW METAL P VISION PANEL STANDARDS IS AVAILABLE FOR THE FIRE SPRINKLER MAIN DRAIN AND INSPECTOR TEST ON THE BUILDING PLUMBING —
HVAG HEATING. VENTILATING Wi WiTH DRAWINGS. THESE ITEMS MAY DRAIN DIRECTLY TO LANDSCAPE OR IN THE SEWER WITH AN AIR GAP. RM
AND AIR CONDITIONING WD WOOD 4. THE FIRE PROTECTION UNDERGROUND WATER LINE SHALL BE SUBMITTED AND APPROVED THROUGH THE BURLINGAME 108 202512

BUILDING DEPARTMENT PRIOR TO APPROVAL OF ABOVE GROUND FIRE SPRINKLER PERMIT.
5. PROVIDE FIRE EXTINGUISHERS PER 906.
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